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(54) Title: DEVICE AND METHOD FOR TAKING A HIGH ENERGY IMAGE 

(54) Bezelchnung: VORRICHTUNG UND VEREAHREN ZUR AUFNAHME EINES HOCHENERGIEBILDS 




^ (57) Abstract: The invention relates to a device for taking high energy iniages, in particular. X-ray images, comprising an input unit 
(10, 11), by means of which data for a medical auxiliary may be inputted into the device. Said medical auxiliaries are preferably 

^ stents or contrast agents which can be introduced into the body of a patient The display unit (2, 3, 6) of the device can thus be 
correspondingly set for the applied auxiliary. 

o 

© (57) Zusammenfassung: Eine Vorrichtung zur Aufiiahme von Hochenergiebildem, insbesondere Rontgenbildem, weist eine Ein- 
^ gabeeinheil (10, 11) auf, mit der Daten eines medizinischen Hilfsmittels in die Voirichtung eingespeist werden konnen. Bei dem 
^ medizinischen Hilfsmittel handelt es sich vorzugsweise urn Stents oder Kontrastmittel, die in dem Korper eines Patienten eingebracht 
^ werden konnen. Die Abbildungseinheit (2, 3, 6) der Vorrichtung kann dann entsprechend dem verwendeten Hilfsmittel eingestellt 
werden. 
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